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WATER
FILLED

3S U B M E R S I B L E  P U M P S

F E AT U R E S

• Glass Filled quality abrasion resistant Noryl Bowl & Impeller
•  CI part of pump and motor are coated with CED for better corrosion
 – resistance, durability, alignment and smoother running.
• Pressure Diaphragm: Sufficient size to contain expansion of water  

inside the motor and avoid the defeat of cooling water
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Outlet size 32mm (1.25")
Discharge

50Hz

Star
Rating

Marking

DSP3RF2.5
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.55 0.75 12
 0.75 1 16
 0.93 1.25 20
 1.1 1.5 24

 56 49 37 34 30 19 10 4
 75 66 50 45 40 26 13 5
 94 82 62 56 50 32 16 6
 113 98 74 67 60 38 19 7

 0 1.2 2.1 2.4 2.7 3.3 3.7 4.0
 0 0.33 0.58 0.67 0.75 0.92 1.03 1.10
 0 20 35 40 45 55 62 66
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Outlet size 32mm (1.25")
Discharge

50Hz

Star
Rating

Marking

DSP3RF04
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.75 1 12
 0.75 1 15
 0.75 1 18
 0.93 1.25 25
 1.1 1.5 30

 42 35 29 26 24 13 9 5
 53 44 36 33 30 17 11 6
 63 53 43 40 36 20 14 7
 88 74 60 55 50 28 19 10
 105 89 72 66 60 33 23 12

 0 1.5 2.7 3.0 3.6 4.5 4.8 5.1
 0 0.42 0.75 0.83 1.00 1.25 1.33 1.42
 0 25 45 50 60 75 80 85

SUBMERSIBLE PUMP SET (Suitable for 100mm 4” Bore Well)
Approx performance chart at 2800 RPM, 350 to 420 V (T.P.), 160 to 230 V (S.P.), 50Hz AC Supply

DSP3RF
Radial Flow
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F E AT U R E S

• Glass Filled quality abrasion resistant Noryl Bowl & Impeller
• Motors are filled with insulating oil which gives lubrication to 

bearing too. This improves thermal conductivity which 
reduces chance of burning

• Oil Filling in motor done by Vacuum Oil Filling Process

OIL
FILLED

4S U B M E R S I B L E  P U M P S

PU
M

P 
(R

FK
)

O
IL

 F
IL

LE
D 

M
O

TO
R

Intermediate Part Diffuser Impeller NRV

Bearing Diaphragm Mechanical Seal
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PUMPING SOLUTIONS
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DSPO4RFK
Oil Filled-Radial Flow

SERIESTurboIE3

SUBMERSIBLE PUMP SET (Suitable for 100mm 4” Bore Well)
Approx performance chart at 2800 RPM, 350 to 420 V (T.P.), 160 to 230 V (S.P.), 50Hz AC Supply
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Outlet size 32mm (1.25")
Discharge

50Hz

Star
Rating

Marking

DSPO4RFK01
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.37 0.5 10
 0.37 0.5 12
 0.55 0.75 16
 0.75 1 20
 0.75 1 22
 1.1 1.5 30

 57 52 49 45 40 32 20 6
 68 62 59 54 48 38 24 7
 90 83 78 72 64 51 32 10
 113 104 98 90 80 64 40 12
 124 114 108 99 88 70 44 13
 170 156 147 135 120 96 60 18

 0 0.6 0.9 1.2 1.5 1.8 2.16 2.58
 0 0.17 0.25 0.33 0.42 0.50 0.60 0.72
 0 10 15 20 25 30 36 43
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Outlet size 32mm (1.25")
Discharge

50Hz

Star
Rating

Marking

DSPO4RFK02
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.37 0.5 7
 0.37 0.5 8
 0.55 0.75 12
 0.75 1 16
 1.1 1.5 23
 1.5 2 30

 39 37 35 33 28 21 15 3
 45 42 40 38 32 24 17 3
 67 64 60 56 48 36 26 4
 90 85 80 75 64 48 34 6
 129 122 115 108 92 69 49 9
 168 159 150 141 120 90 64 12

 0.0 1.3 1.7 1.9 2.3 2.8 3.1 3.8
 0 0.37 0.47 0.53 0.63 0.77 0.87 1.05
 0 22 28 32 38 46 52 63
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Outlet size 32mm (1.25")
Discharge

50HzDSPO4RFK04
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.37 0.5 6
 0.55 0.75 7
 0.55 0.75 8
 0.75 1 8
 0.75 1 9
 0.75 1 10
 0.75 1 12
 1.1 1.5 15
 1.5 2 17
 1.5 2 18
 1.5 2 20

 34 32 29 26 24 17 10 5
 39 37 34 31 28 20 11 6
 45 42 38 35 32 23 13 6
 45 42 38 35 32 23 13 6
 50 48 43 40 36 26 14 7
 56 53 48 44 40 29 16 8
 67 64 58 53 48 34 19 10
 84 80 72 66 60 43 24 12
 95 90 82 75 68 48 27 14
 101 95 86 79 72 51 29 14
 112 106 96 88 80 57 32 16

 0 1.8 3 3.90 4.44 5.52 6.6 7.08
 0 0.50 0.8 1.08 1.23 1.53 1.83 1.97
 0 30 50 65 74 92 110 118

Star
Rating

Marking
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Outlet size 40mm (1.5")
Discharge

50Hz

Star
Rating

Marking

DSPO4RFK05
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.55 0.75 5
 0.75 1 6
 0.75 1 7
 1.1 1.5 9
 1.1 1.5 10
 1.5 2 12
 1.5 2 13

 33 28 27 24 20 15 9 4
 39 34 32 29 24 17 11 5
 46 39 37 34 28 20 13 6
 59 50 48 43 36 26 16 7
 65 56 53 48 40 29 18 8
 78 67 64 58 48 35 22 10
 85 73 69 62 52 38 23 10

 0 3 3.72 4.8 6.3 7.8 9 9.9
 0 0.83 1.03 1.33 1.75 2.17 2.50 2.75
 0 50 62 80 105 130 150 165

H
ea

d 
in

M
et

er
s

Outlet size 40mm (1.5")
Discharge

50Hz

Star
Rating

Marking

DSPO4RFK07
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.75 1 5
 1.1 1.5 8
 1.5 2 10

 35 31 28 24 20 15 9 5
 56 50 44 38 32 24 14 7
 70 62 55 48 40 30 18 9

 0 3 5.4 6.9 8.4 9.6 11.1 12
 0 0.83 1.50 1.92 2.33 2.67 3.08 3.33
 0 50 90 115 140 160 185 200
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F E AT U R E S

• Glass Filled quality abrasion resistant Noryl Bowl & Impeller
• CI part of pump and motor are coated with CED for better corrosion 

– resistance, durability, alignment and smoother running.
• Pressure Diaphragm: Sufficient size to contain expansion of water 

inside the motor and avoid the defeat of cooling water

WATER
FILLED

4S U B M E R S I B L E  P U M P S
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Rotor Key

SS 410
Stamping

Locking

SERIESTurboIE3

Adaptor

OPTIMUM DESIGN
& PLUS RESULT

Thrust Bearing

Proper Cooling
in Adaptor

4S U B M E R S I B L E  M O T O R
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PUMPING SOLUTIONS

06

SERIESTurboIE3

DSP4RFK
Radial Flow

SUBMERSIBLE PUMP SET (Suitable for 100mm 4” Bore Well)
Approx performance chart at 2800 RPM, 350 to 420 V (T.P.), 160 to 230 V (S.P.), 50Hz AC Supply

H
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFK01
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.37 0.5 10
 0.37 0.5 12
 0.55 0.75 16
 0.75 1 20
 0.75 1 22
 1.1 1.5 30

 57 52 49 45 40 32 20 6
 68 62 59 54 48 38 24 7
 90 83 78 72 64 51 32 10
 113 104 98 90 80 64 40 12
 124 114 108 99 88 70 44 13
 170 156 147 135 120 96 60 18

 0 0.6 0.9 1.2 1.5 1.8 2.16 2.58
 0 0.17 0.25 0.33 0.42 0.50 0.60 0.72
 0 10 15 20 25 30 36 43

Star
Rating

Marking

SP TP
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d 
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M
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFK02
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.37 0.5 7
 0.37 0.5 8
 0.55 0.75 12
 0.75 1 16
 1.1 1.5 23
 1.5 2 30

 39 37 35 33 28 21 15 3
 45 42 40 38 32 24 17 3
 67 64 60 56 48 36 26 4
 90 85 80 75 64 48 34 6
 129 122 115 108 92 69 49 9
 168 159 150 141 120 90 64 12

 0.0 1.3 1.7 1.9 2.3 2.8 3.1 3.8
 0 0.37 0.47 0.53 0.63 0.77 0.87 1.05
 0 22 28 32 38 46 52 63

Star
Rating

Marking

SP TP

H
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d 
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFK04
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 1.8 3 3.90 4.44 5.52 6.6 7.08
 0 0.50 0.8 1.08 1.23 1.53 1.83 1.97
 0 30 50 65 74 92 110 118

Star
Rating

Marking

SP TP
 0.37 0.5 6
 0.55 0.75 7
 0.55 0.75 8
 0.75 1 8
 0.75 1 9
 0.75 1 10
 0.75 1 12
 1.1 1.5 15
 1.5 2 17
 1.5 2 18
 1.5 2 20
 2.2 3 30

 34 32 29 26 24 17 10 5
 39 37 34 31 28 20 11 6
 45 42 38 35 32 23 13 6
 45 42 38 35 32 23 13 6
 50 48 43 40 36 26 14 7
 56 53 48 44 40 29 16 8
 67 64 58 53 48 34 19 10
 84 80 72 66 60 43 24 12
 95 90 82 75 68 48 27 14
 101 95 86 79 72 51 29 14
 112 106 96 88 80 57 32 16
 168 159 144 132 120 86 48 24

H
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Outlet size 40mm (1.5")
Discharge

50HzDSP4RFK05
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 3 3.72 4.8 6.3 7.8 9 9.9
 0 0.83 1.03 1.33 1.75 2.17 2.50 2.75
 0 50 62 80 105 130 150 165

Star
Rating

Marking

SP TP
 0.55 0.75 5
 0.75 1 6
 0.75 1 7
 1.1 1.5 8
 1.1 1.5 9
 1.1 1.5 10
 1.5 2 12
 1.5 2 13
 2.2 3 20
 3 4 25
 3.7 5 30

 33 28 27 24 20 15 9 4
 39 34 32 29 24 17 11 5
 46 39 37 34 28 20 13 6
 52 45 42 38 32 23 14 6
 59 50 48 43 36 26 16 7
 65 56 53 48 40 29 18 8
 78 67 64 58 48 35 22 10
 85 73 69 62 52 38 23 10
 130 112 106 96 80 58 36 16
 163 140 133 120 100 73 45 20
 195 168 159 144 120 87 54 24
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DSP4RFK
Radial Flow

SERIESTurboIE3
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Outlet size 40mm (1.5")
Discharge

50HzDSP4RFK07
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 3 5.4 6.9 8.4 9.6 11.1 12
 0 0.83 1.50 1.92 2.33 2.67 3.08 3.33
 0 50 90 115 140 160 185 200

Star
Rating

Marking

SP TP
 0.75 1 5
 1.1 1.5 8
 1.5 2 10
 2.2 3 12
 2.2 3 15
 3 4 20
 3.7 5 24
 4.5 6 29

 35 31 28 24 20 15 9 5
 56 50 44 38 32 24 14 7
 70 62 55 48 40 30 18 9
 84 74 66 58 48 36 22 11
 105 93 83 72 60 45 27 14
 140 124 110 96 80 60 36 18
 168 149 132 115 96 72 43 22
 203 180 160 139 116 87 52 26

* Available outlet sizes for DSP4RFK 05/07 2.0" (50mm)
* Available models DSP4RFE 01/1.5/02/2.5/03 above 40 Stage MSP Pump

SUBMERSIBLE PUMP SET (Suitable for 100mm 4” Bore Well)
Approx performance chart at 2800 RPM, 350 to 420 V (T.P.), 160 to 230 V (S.P.), 50Hz AC Supply

DSP4RFE
Radial Flow
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFE02
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 1.56 1.8 2.16 2.7 3.18 3.9 4.5
 0 0.43 0.50 0.60 0.75 0.88 1.08 1.25
 0 26 30 36 45 53 65 75

Star
Rating

Marking

SP TP
 0.37 0.5 6
 0.55 0.75 8
 0.75 1 12
 1.1 1.5 13
 1.1 1.5 15
 1.5 2 16
 1.5 2 18
 1.5 2 20
 2.2 3 26
 2.2 3 30
 3 4 40
 3.7 5 50
 4.5 6 60
 5.5 7.5 75

 47 39 37 34 30 25 17 8
 62 52 50 46 40 33 23 11
 94 78 74 68 60 49 35 17
 101 85 81 74 65 53 38 18
 117 98 93 86 75 62 44 21
 125 104 99 91 80 66 46 22
 140 117 112 103 90 74 52 25
 156 130 124 114 100 82 58 28
 203 169 161 148 130 107 75 36
 234 195 186 171 150 123 87 42
 312 260 248 228 200 164 116 56
 390 325 310 285 250 205 145 70
 468 390 372 342 300 246 174 84
 585 488 465 428 375 308 218 105
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFE01
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 0.4 0.5 0.7 1.0 1.2 1.4 1.9
 0 0.10 0.15 0.20 0.28 0.33 0.40 0.53
 0 6 9 12 17 20 24 32

Star
Rating

Marking

SP TP
 0.37 0.5 9
 0.55 0.75 12
 0.75 1 17
 1.1 1.5 25
 1.5 2 33
 2.2 3 50

 59 54 50 46 41 38 32 20
 79 72 66 61 54 50 42 26
 112 102 94 87 77 71 60 37
 165 150 138 128 113 105 88 55
 218 198 182 168 149 139 116 73
 330 300 275 255 225 210 175 110
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFE1.5
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 0.8 1.1 1.3 1.7 1.9 2.2 2.7
 0 0.22 0.30 0.37 0.47 0.52 0.60 0.75
 0 13 18 22 28 31 36 45

Star
Rating

Marking

SP TP
 0.37 0.5 7
 0.55 0.75 10
 0.75 1 14
 1.1 1.5 20
 1.5 2 25
 2.2 3 40

 46 42 39 36 32 29 25 15
 66 60 55 51 45 42 35 22
 92 84 77 71 63 59 49 31
 132 120 110 102 90 84 70 44
 165 150 138 128 113 105 88 55
 264 240 220 204 180 168 140 88

NEW
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SERIESTurboIE3

* Available outlet sizes for DSP4RFE 01/1.5/02/2.5/03 1.5" (40mm)
* Available models DSP4RFE 01/1.5/02/2.5/03 above 40 Stage MSP Pump

H
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFE2.5
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 1.26 1.5 2.1 3 4.02 4.56 5.28
 0 0.35 0.42 0.58 0.83 1.12 1.27 1.47
 0 21 25 35 50 67 76 88

Star
Rating

Marking

SP TP
 0.37 0.5 5
 0.55 0.75 7
 0.75 1 10
 1.1 1.5 13
 1.5 2 18
 2.2 3 25
 3 4 35
 3.7 5 43

 40 34 33 30 25 18 14 8
 56 48 46 41 35 25 19 11
 80 68 65 59 50 36 27 16
 104 88 85 77 65 47 35 21
 144 122 117 106 90 65 49 29
 200 170 163 148 125 90 68 40
 280 238 228 207 175 126 95 56
 344 292 280 254 215 155 116 69
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Outlet size 32mm (1.25")
Discharge

50HzDSP4RFE03
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 1.5 2.1 3.00 3.90 4.50 5.1 6
 0 0.42 0.6 0.83 1.08 1.25 1.42 1.67
 0 25 35 50 65 75 85 100

Star
Rating

Marking

SP TP
 0.55 0.75 5
 0.75 1 7
 0.75 1 8
 1.1 1.5 9
 1.1 1.5 10
 1.1 1.5 12
 1.5 2 14
 1.5 2 15
 2.2 3 20
 2.2 3 21
 2.2 3 22
 3 4 27
 3.7 5 33
 4.5 6 40
 5.5 7.5 50

 41 38 36 32 25 21 16 9
 57 53 51 44 35 29 22 13
 66 61 58 51 40 34 26 14
 74 68 66 57 45 38 29 16
 82 76 73 64 50 42 32 18
 98 91 87 76 60 50 38 22
 115 106 102 89 70 59 45 25
 123 114 109 95 75 63 48 27
 164 152 146 127 100 84 64 36
 172 160 153 133 105 88 67 38
 180 167 160 140 110 92 70 40
 221 205 197 171 135 113 86 49
 271 251 240 210 165 139 106 59
 328 304 291 254 200 168 128 72
 410 380 364 318 250 210 160 90

H
ea

d 
in

 M
et

er
s

Outlet size 40mm (1.5")
Discharge

50HzDSP4RFE05
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 2.4 3.3 4.2 5.7 6.6 7.8 9.3
 0 0.67 0.92 1.17 1.58 1.83 2.17 2.58
 0 40 55 70 95 110 130 155

Star
Rating

Marking

SP TP
 0.75 1 5
 0.75 1 6
 1.1 1.5 7
 1.1 1.5 8
 1.1 1.5 9
 1.5 2 10
 2.2 3 13
 2.2 3 14
 2.2 3 15
 2.2 3 16
 3 4 20
 3.7 5 25
 4.5 6 30
 5.5 7.5 36

 36 32 30 28 25 23 18 12
 43 38 36 34 30 27 22 14
 50 45 42 39 35 32 25 16
 58 51 48 45 40 36 29 18
 65 58 54 50 45 41 32 21
 72 64 60 56 50 45 36 23
 94 83 78 73 65 59 47 30
 101 90 84 78 70 63 50 32
 108 96 90 84 75 68 54 35
 115 102 96 90 80 72 58 37
 144 128 120 112 100 90 72 46
 180 160 150 140 125 113 90 58
 216 192 180 168 150 135 108 69
 259 230 216 202 180 162 130 83
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DSP4RFE
Radial Flow

NEW
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SERIESTurboIE3
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Outlet size 40mm (1.5")
Discharge

50HzDSP4RFE07
m3/h
lps
lpm

Motor Rating
STAGE

kW HP

 0 2.7 3.9 5.4 7.5 9 9.78 10.5
 0 0.75 1.08 1.50 2.08 2.50 2.72 2.92
 0 45 65 90 125 150 163 175

Star
Rating

Marking

SP TP
 0.55 0.75 3
 0.75 1 4
 0.75 1 5
 1.1 1.5 6
 1.5 2 8
 2.2 3 12
 3 4 16
 3.7 5 18
 3.7 5 20
 4.5 6 24
 5.5 7.5 30

 22 21 20 18 15 12 11 8
 29 27 26 24 20 16 14 11
 36 34 33 30 25 21 18 14
 44 41 39 36 30 25 21 17
 58 55 52 48 40 33 28 22
 87 82 78 72 60 49 42 34
 116 110 104 96 80 66 56 45
 131 123 117 108 90 74 63 50
 145 137 130 120 100 82 70 56
 174 164 156 144 120 98 84 67
 218 206 195 180 150 123 105 84

* Available outlet sizes for DSP4RFE 01/1.5/02/2.5/03 1.5" (40mm)
* Available outlet sizes for DSP4RFE 05/07 2" (50mm).

SUBMERSIBLE PUMP SET (Suitable for 100mm 4” Bore Well)
Approx performance chart at 2800 RPM, 350 to 420 V (T.P.), 160 to 230 V (S.P.), 50Hz AC Supply

DSP4MFE
Mixed Flow

H
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Outlet size 50mm (2")
Discharge

50Hz

Star
Rating

Marking

SP TP

DSP4MFE10
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 0.75 1 5
 1.1 1.5 7
 1.5 2 9
 2.2 3 12
 2.2 3 14
 3 4 17
 3.7 5 21
 4.5 6 25
 5.5 7.5 32

 32 25 24 23 20 18 15 12
 45 34 33 32 28 25 21 16
 58 44 42 41 36 32 27 21
 77 59 56 54 48 43 36 28
 90 69 66 63 56 50 42 33
 109 83 80 77 68 61 51 40
 134 103 99 95 84 76 63 49
 160 123 118 113 100 90 75 58
 205 157 150 144 128 115 96 75

 0 6.9 7.5 8.1 9.6 10.5 11.4 12.3
 0 1.9 2.1 2.3 2.7 2.9 3.2 3.4
 0 115 125 135 160 175 190 205
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Outlet size 50mm (2")
Discharge

50Hz

Star
Rating

Marking

SP TP

DSP4MFE14
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 1.1 1.5 6
 1.5 2 8
 2.2 3 10
 2.2 3 11
 2.2 3 12
 3 4 15
 3.7 5 19
 4.5 6 23
 5.5 7.5 28

 29 25 22 20 18 16 13 9
 39 33 29 27 24 22 17 12
 49 41 37 33 30 27 21 16
 54 45 40 37 33 30 23 17
 59 49 44 40 36 32 25 19
 74 62 55 50 45 41 32 23
 93 78 70 63 57 51 40 30
 113 95 84 77 69 62 49 36
 137 115 103 94 84 76 59 44

 0 7.8 10.2 12.6 14.4 16.8 19.2 21.6
 0 2.2 2.8 3.5 4.0 4.7 5.3 6.0
 0 130 170 210 240 280 320 360
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Outlet size 65mm (2.5")
Discharge

50Hz

Star
Rating

Marking

SP TP

DSP4MFE20
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 1.1 1.5 4
 1.5 2 5
 2.2 3 7
 3 4 10
 3.7 5 12
 4.5 6 15
 5.5 7.5 18

 22 15 14 13 12 10 8 7
 27 19 17 16 15 13 10 9
 38 27 24 22 21 18 14 12
 54 38 34 32 30 25 20 17
 65 46 41 38 36 30 24 20
 81 57 51 48 45 38 30 26
 97 68 61 58 54 45 36 31

 0 13.6 16.4 17.9 20.0 22.9 25.7 27.1
 0 3.8 4.6 5.0 5.6 6.4 7.2 7.5
 0 226 274 298 333 381 429 452

DSP4RFE
Radial Flow
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SERIESTurboIE3

H
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Outlet size 65mm (2.5")
Discharge

50Hz

Star
Rating

Marking

SP TP

DSP4MFE24
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 1.1 1.5 3
 1.5 2 5
 2.2 3 7
 3 4 9
 3.7 5 11
 4.5 6 13

 16 11 10 10 9 8 6 5
 27 19 17 16 15 13 10 9
 38 27 24 22 21 18 14 12
 49 34 31 29 27 23 18 15
 59 42 37 35 33 28 22 19
 70 49 44 42 39 33 26 22

 0 15.0 18.6 21.0 23.7 28.8 31.2 33.0
 0 4.2 5.2 5.8 6.6 8.0 8.7 9.2
 0 250 310 350 395 480 520 550

NEW

* Availbale in outlet size for 4MFE20 - 50mm (2”)
*In DSP4MF12CI & 18CI model impeller material is noryl & bowl material is CI

SUBMERSIBLE PUMP SET (Suitable for 100mm 4” Bore Well)
Approx performance chart at 2800 RPM, 350 to 420 V (T.P.), 160 to 230 V (S.P.), 50Hz AC Supply

DSP4MFCI
Mixed Flow

H
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Outlet size 65mm (2.5")
Discharge

50Hz

Star
Rating

Marking

SP TP

DSP4MF12CI
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 1.5 2 6
 2.2 3 9
 3 4 12
 3.7 5 15

 31 26 24 23 18 16 11 7
 46 38 36 34 27 24 16 11
 61 51 48 45 36 32 22 14
 77 64 60 56 45 41 27 18

 0 7.2 9 10.2 14.4 15.6 19.2 22.2
 0 2.00 2.50 2.83 4.00 4.33 5.33 6.17
 0 120 150 170 240 260 320 370

Outlet size 65mm (2.5")
Discharge

50Hz

Star
Rating

Marking

SP TP

DSP4MF18CI
m3/h
lps
lpm

Motor Rating
STAGE

kW HP
 1.1 1.5 4
 1.5 2 5
 2.2 3 8
 3 4 10
 3.7 5 12

 21 19 16 14 12 10 8 4
 27 24 20 18 15 12 10 5
 42 38 32 28 24 19 15 7
 53 48 40 35 30 24 19 9
 64 57 48 42 36 29 23 11

 0 6 12 15 18 21 24 30
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