PUMPING SOLUTIONS

PUMPS | MOTORS | CABLES | SOLAR PUMPS

SUBMERSIBLE

V8, VI &VI0

An ISO 9001:2015 certified company
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FEATURES

Casted Components with grade FG-200 & FG-260

Pressure Diaphragm: Sufficiént size to contain expansion of water
inside the motor and avoid the defeat of cooling water

Self Aligned Carbon + Stainless Steel Thrust Bearing which
withstands high axial thrust'load in water lubrication.

(b
L
¢

Intermediate Part Adaptor (V8 to V6)
(V8 to V6) with couple

COMBINATION

Intermediate Part i Impeller

— —

Diffuser

Intermediate Part (MFS/M) Diffuser (MFSH) Impeller (MFSH) NRV

PUMP (MFS/MFSH/MFM)
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SUBMERSIBLE MOTOR

Sand Slinger

Keyed Coupling SS 410

SS 410 - Sand Protection
-
-
-
-
' Housing
Oil Seal FG 200
Nitrile Rubber with for Long Life
Metal Spring
Better Protection T-Bolt
Forged

Rotor Sleeve
Hardened & Burnished

& Powder Coated

End Ring
- ) MS Specially
Winding Wire Design & Forged
Electric
Grade Copper
3 Layered

(Polyster+2 BOPP) Motor Jacket

Better Thermal Resistance Stainless Steel

Rotor

Rotor Key
SS 410
Stamping
Locking

Epoxy Coated
Corrosion Resistance
Dynamically Balanced

Stamping

CRNO - M47
with C6 Coating for
Low Power Consumption

Winding Cap

LDPE Shaft

Winding Protection SS 420/431
Long Life

Thrust Bearing

Carbon - Teflon Bearing Bush

Low Friction
Heavy Load Opti LJB ;
Bearing Capacity ’ Igg;?star?t?er
Bearing Base
SS 410
Magnet
Fight against
- free Metal
Diaphragm Particles

Spring Action Pressure Equalizer

TurboIE3 SERIES

Proper Cooling in
Upper Housing

Upper Housing

SS 304 Colar (Optional)

End Ring

Optional
Dom Nut

OPTIMUM DESIGN
& PLUS RESULT
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

GAVE ENERGY

PUMPING SOLUTIONS

SUBMERSIBLE PUMP SET (Suitable for 200mm 8" Bore Well) DSPSRF
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply Radial Flow

Outlet size 75mm (3") 50Hz
DSP8RF15 Discharge |
Motor Rating mé3/h 0 10.2 11.4 13.2 17.4 18.6 19.2 21.0 Rii;rg
STAGE Ips 0 2.77 3.3 3.6 4.8 5.08 5.32 5.78 Marking

kW HP Ipm 0 170 190 220 290 310 320 350

7.5 10 7 @ 140 111 109 106 98 93 90 74

9.3 12.5 8 % 160 127 125 121 112 106 102 85

11 15 10 = 200 159 156 151 140 133 128 106
16.7 22.5 15 _g 300 239 234 227 210 200 192 159
18.5 25 16 & 320 254 250 242 224 213 205 170
18.5 25 17 x 340 270 265 257 238 226 218 180

Outlet size 75mm (3") 50Hz
DSP8RF20 DcreTas
Motor Rating m¥h| 0 14 | 22 | 23 | 25 | 33 | 36 | 47 Rﬁiian' .
STAGE Ips 0 3.9 6.0 6.5 7.0 9.2 10.0 13.0 Marking

kW HP Ipm 0 235 360 390 420 550 600 780

7.5 10 5 100 86 77 73 70 58 46 19

9.3 125 6 120 103 92 87 84 63 55 23

11 15 7 140 121 107 102 98 74 64 26

13 175 8 g 160 138 123 116 112 84 73 30

13 17.5 9 g 180 155 138 131 126 95 82 34

15 20 10 c 200 172 153 146 140 105 91 38

18.5 25 12 ] 240 207 184 175 168 126 109 45

18.5 25 13 % 260 224 199 189 182 137 118 49

22 30 14 280 241 214 204 196 147 127 53

22 30 15 300 259 230 218 210 158 137 57

26 35 17 340 293 260 248 238 179 155 64

Outlet size 75mm (3") 50Hz
DSP8RF25 Discharge -
ar

Motor Rating m?h 0 16.2 20.4 24 28.2 31.2 | 33.6 36 Rating
STAGE | Ips 0 4.5 5.7 6.7 7.8 8.7 9.3 10.0 Marking
kW HP Ipm 0 270 340 400 470 520 560 600
7.5 10 4 85 78 75 71 64 51 40 30
9.3 12.5 5 107 98 94 89 80 64 50 37
11 15 6 128 118 113 107 96 77 60 44
13 17.5 7 149 137 132 125 112 90 70 52
15 20 8 g 170 157 150 142 128 102 80 59
16.7 | 225 9 g 192 176 169 160 144 115 90 67
18.5 25 10 c 213 196 188 178 160 128 100 74
20.5 | 275 11 ) 234 216 207 196 176 141 110 81
22 30 12 £ 256 235 226 214 192 154 120 89
26 35 14 298 274 263 249 224 179 140 104
30 40 16 341 314 301 285 256 205 160 118
33.5 45 18 383 353 338 320 288 230 180 133
37 50 20 426 392 376 356 320 256 200 148
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

DSP8RF

Radial Flow

GAVE ENERGY

PUMPING SOLUTIONS

Outlet size 75mm (3") 50Hz
DSP8RF30 Discharge .
ar

Motor Rating m?h 0 17.4 22.8 28.8 31.8 345 | 372 | 402 Rating
STAGE | Ips 0 4.8 6.3 8.0 8.8 9.6 10.3 11.2 Marking
kW HP Ipm 0 290 380 480 530 575 620 670
7.5 10 3 66 61 59 55 511 46 40 33
9.3 12.5 4 88 82 79 73 68 61 53 44
11 15 5 110 102 99 92 85 76 66 55
13 17.5 6 132 122 119 110 102 91 79 66
15 20 7 154 143 139 128 119 106 92 77
18.5 25 8 176 163 158 146 136 122 106 88

20 27.5 9 198 184 178 165 153 137 119 99

22 30 10 @ 220 204 198 183 170 152 132 110
22 30 11 % 242 224 218 201 187 167 145 121
26 35 12 = 264 245 238 220 204 182 158 132
30 40 13 _g 286 265 257 238 221 198 172 143
30 40 14 3 308 286 277 256 238 213 185 154
33.5 45 15 - 330 306 297 275 255 228 198 165
33.5 45 16 352 326 317 293 272 243 211 176
37 50 16 352 326 317 293 272 243 211 176
37 50 17 374 347 337 311 289 258 224 187
41 55 18 396 367 356 329 306 274 238 198
45 60 19 418 388 376 348 323 289 251 209
45 60 20 440 408 396 366 340 304 264 220
45 60 21 462 428 416 384 357 319 277 231

Outlet size 75mm (3") 50Hz
DSP8RF35 Discharge N
ar

Motor Rating m?h 0 29 32 35 36 39 42 45 Rating
STAGE | Ips 0 8.2 9.0 9.7 10.0 10.9 11.6 12.4 Marking
kW HP Ipm 0 490 540 580 600 655 695 745
7.5 10 3 66 55 53 52 S 48 45 42
11 15 4 88 73 71 69 68 64 60 56
13 17.5 5 110 91 89 86 85 80 75 70
15 20 6 132 110 107 104 102 96 90 84
18.5 25 7 154 128 124 121 119 111 106 98
205 | 27.5 8 @ 176 146 142 138 136 127 121 112
22 30 9 % 198 164 160 155 153 143 136 126
26 35 10 = 220 183 178 173 170 159 151 140
30 40 11 _g 242 201 195 190 187 175 166 154
30 40 12 3 264 219 213 207 204 191 181 168
33.5 45 14 - 308 256 249 242 238 223 211 196
37 50 15 330 274 266 259 255 239 226 210
41 55 16 352 292 284 276 272 255 241 224
45 60 17 374 310 302 293 288 271 256 238
45 60 18 396 329 320 311 305 287 271 252
52 70 20 440 365 355 345 339 318 302 280
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

GAVE ENERGY

PUMPING SOLUTIONS

DSP8RF
Radial Flow
Outlet size 75mm (3") 50Hz
DSP8RF40 Discharge
—— m¥h| 0 | 228 | 306 | 36 | 42 | 45 | 504 | 528 Rii;rg
STAGE Ips 0 6.3 8.5 10.0 1.7 12.5 14.0 14.7 Marking

kW HP Ipm 0 380 510 600 700 750 840 880

9.3 125 3 68 62 58 55) 51 48 44 40

11 15 4 90 82 77 73 68 64 58 53

15 20 5 113 103 97 91 85 81 73 67
18.5 25 6 135 123 116 109 102 97 87 80

22 30 7 158 144 135 127 119 113 102 93

22 30 8 180 164 154 146 136 129 116 106

26 35 9 203 185 174 164 153 145 131 120

30 40 10 @ 225 205 193 182 170 161 145 133

30 40 11 g 248 226 212 200 187 177 160 146
33.5 45 11 = 248 226 212 200 187 177 160 146
33.5 45 12 _g 270 246 232 218 204 193 174 160

37 50 12 & 270 246 232 218 204 193 174 160

37 50 13 T 293 267 251 237 221 209 189 173

41 55 14 315 287 270 255 238 225 203 186

45 60 15 338 308 290 273 255 242 218 200

45 60 16 360 328 309 291 272 258 232 213

52 70 17 383 349 328 309 289 274 247 226

55 75 18 405 369 347 328 306 290 261 239

55 75 19 428 390 367 346 828 306 276 253

60 80 20 450 410 386 364 340 322 290 266

Outlet size 75mm (3") 50Hz
DSP8RF50 Discharge
Motor Rating m?/h 0 33 39 45 54 57 60 63 Ri:‘i’::g
STAGE Ips 0 9.2 10.8 12.5 15.0 15.8 16.7 17.5 Marking

kW HP Ipm 0 550 650 750 900 950 1000 | 1050

7.5 10 2 46 41 40 38 34 32 30 28

11 15 3 69 61 59 56 51 48 45 42

15 20 4 92 82 79 75 68 64 60 56
18.5 25 5 115 102 99 94 85 80 75 70

22 30 6 138 122 119 113 102 96 90 84

26 35 7 161 143 139 132 119 112 105 98

30 40 8 g 184 163 158 150 136 128 120 112
33.5 45 9 g 207 184 178 169 153 144 135 126

37 50 10 IS 230 204 198 188 170 160 150 140

41 55 11 3 253 224 218 207 187 176 165 154

45 60 12 % 276 245 238 226 204 192 180 168

45 60 13 299 265 257 244 221 208 195 182

52 70 14 322 286 277 263 238 224 210 196

56 75 15 345 306 297 282 255 240 225 210

60 80 16 368 326 317 301 272 256 240 224

63 85 17 391 347 337 320 289 272 255 238

75 100 20 460 408 396 376 340 320 300 280
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

GAVE ENERGY

PUMPING SOLUTIONS

SUBMERSIBLE PUMP SET (Suitable for 200mm 8" Bore Well) DSPSM Fs
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply Mixed Flow

DSPSMES30 Outlet size 75mm (;;';Charge | 50Hz

Motor Rating m¥h| 0 24 30 36 | 435 | 456 | 48 | 52.8 Riif‘;g
STAGE | Ips | © 6.7 83 | 100 | 121 | 127 | 183 | 147 | pyoning
kW | HP pm | 0 400 | 500 | 600 | 725 | 760 | 800 | 880
7.5 10 3 54 47 44 42 39 38 36 33
93 | 125 4 72 62 59 56 52 50 48 44
11 15 5 90 78 74 70 65 63 60 55
13 | 175 6 » | 108 93 89 84 78 75 72 66
15 20 7 g 126 | 109 | 103 | 98 91 88 84 77
185 | 25 8 S | 144 | 124 | 118 | 112 | 104 | 100 | 96 88
185 | 25 9 = [ 162 | 140 | 133 | 126 | 117 | 113 | 108 | 99
22 30 10 S | 180 | 155 | 148 | 140 | 130 | 125 | 120 | 110
22 30 11 T 498 | 171 | 162 | 154 | 143 | 138 | 132 | 121
26 35 12 216 | 186 | 177 | 168 | 156 | 150 | 144 | 132
30 40 14 252 | 217 | 207 | 196 | 182 | 175 | 168 | 154
335 | 45 15 270 | 233 | 221 | 210 | 195 | 188 | 180 | 165
Outlet size 75mm (3") 50Hz
DSP8MFS40 BT
Motor Rating m¥h| 0 39 45 | 492 | 55 60 69 75 Ri:iar‘:g
STAGE | Ips | © 108 | 125 | 137 | 152 | 167 | 19.2 | 208 | paning
KW | HP Ipm | 0 650 | 750 | 820 | 910 | 1000 | 1150 | 1250
93 | 125 3 63 49 47 44 42 39 34 30
11 15 4 84 65 62 59 56 52 45 40
15 20 5 105 81 78 74 70 65 56 50
185 | 25 6 126 98 93 89 84 78 68 60
185 | 25 7 147 | 114 | 109 | 103 98 91 79 70
22 30 7 o | 147 | 114 | 109 | 103 | 98 91 79 70
22 30 8 g 168 | 130 | 124 | 118 | 112 | 104 | 90 80
26 35 9 = | 189 | 146 | 140 | 133 | 126 | 117 | 101 90
30 40 10 fj 210 | 163 | 155 | 148 | 140 | 130 | 113 | 100
335 | 45 11 S | 231 179 | 171 | 162 | 154 | 143 | 124 | 110
335 | 45 12 T 252 | 195 | 186 | 177 | 168 | 156 | 135 | 120
37 50 12 252 | 195 | 186 | 177 | 168 | 156 | 135 | 120
37 50 13 273 | 211 | 202 | 192 | 182 | 169 | 146 | 130
41 55 14 294 | 228 | 217 | 207 | 196 | 182 | 158 | 140
45 60 15 315 | 244 | 233 | 221 | 210 | 195 | 169 | 150
52 70 17 357 | 276 | 264 | 251 | 238 | 221 | 191 | 170
Outlet size 100mm (4") 50Hz
DSP8MFS50 SEsiEEe
Motor Rating myh| 0 | 414 | 51 | 582 | 66 | 726 | 78 | 85.2 Rﬁ:;rg
STAGE | Ips | © 115 | 142 | 162 | 183 | 202 | 21.7 | 287 |paning
KW | HP lpm | 0 690 | 850 | 970 | 1100 | 1210 | 1300 | 1420
75 10 2 46 39 36 33 30 27 24 20
11 15 3 69 59 54 50 45 40 36 30 f
15 20 4 92 78 72 67 60 53 48 40
185 | 25 5 115 98 90 84 75 66 60 50
22 30 6 138 | 117 | 108 | 100 90 80 72 60
26 35 7 161 137 | 126 | 117 | 105 93 84 70
30 | 40 8 £ | 184 | 156 | 144 | 134 | 120 | 106 | 96 | 80
335 | 45 9 S 207 | 176 | 162 | 150 | 135 | 119 | 108 | 90
37 50 10 c | 230 | 195 | 180 | 167 | 150 | 133 | 120 | 100
37 50 11 © | 253 | 215 | 198 | 184 | 165 | 146 | 132 | 110
41 55 11 £ | 253 [ 215 | 198 | 184 | 165 | 146 | 132 | 110
45 60 12 276 | 234 | 216 | 200 | 180 | 159 | 144 | 120
45 60 13 299 | 254 | 234 | 217 | 195 | 172 | 156 | 130
52 70 14 322 | 273 | 252 | 234 | 210 | 186 | 168 | 140
55 75 15 345 | 293 | 270 | 251 | 225 | 199 | 180 | 150
60 80 16 368 | 312 | 288 | 267 | 240 | 212 | 192 | 160
63 85 17 391 | 332 | 306 | 284 | 255 | 225 | 204 | 170

*Available outlet sizes DSP8MFS30 & DSP8MFS40 - 100mm (4") in all models. 43




Duke Plasto Technique Private Limited

TurboIE3 SERIES

DSP8MFS

Mixed Flow

GAVE ENERGY

PUMPING SOLUTIONS

Outlet size 100mm (4") 50Hz
DSP8MFS60 Discharge .
ar

Motor Rating m¥h| 0 468 | 63 72 | 792 | 84 | 912 | 9 Rating
STAGE | Ips | © 130 | 175 | 200 | 220 | 233 | 253 | 26.7 | paning

kW | HP Ipm | 0 780 | 1050 | 1200 | 1320 | 1400 | 1520 | 1600

93 | 125 2 46 40 36 33 30 28 25 22

13 | 175 3 69 60 54 50 45 42 38 33

185 | 25 4 92 80 72 66 60 56 50 44

22 30 5 115 | 100 | 90 83 75 70 63 55

26 35 6 £ | 138 | 120 | 108 | 99 90 84 75 66

30 40 7 g 161 140 | 126 | 116 | 105 98 88 77

37 50 8 c | 184 | 160 | 144 | 132 | 120 | 112 | 100 | 88

41 55 9 © | 207 | 180 | 162 | 149 | 135 | 126 | 113 | 99

45 60 10 £ [ 230 [ 200 | 180 | 165 | 150 | 140 | 125 | 110

55 75 12 276 | 240 | 216 | 198 | 180 | 168 | 150 | 132

60 80 13 299 | 260 | 234 | 215 | 195 | 182 | 163 | 143

63 85 15 345 | 300 | 270 | 248 | 225 | 210 | 188 | 165

75 100 17 391 | 340 | 306 | 281 | 255 | 238 | 213 | 187

Outlet size 100mm (4" 50H
DSP8MFS70 e i
Star

Motor Rating mh| O 52.2 63 | 816 | 91.2 | 99 108 | 114 Rating
STAGE | Ips | © 145 | 175 | 227 | 263 | 27.5 | 300 | 817 | paying
KW HP lpm | 0 870 | 1050 | 1360 | 1520 | 1650 | 1800 | 1900
11 15 2 47 40 38 33 30 28 24 20
15 20 3 71 60 56 50 45 41 36 30
22 30 4 94 80 75 66 60 55 48 40
26 35 5 118 | 100 94 83 75 69 60 50
30 40 6 & 141 | 120 | 113 | 99 90 83 72 60
37 50 7 g 165 140 | 132 | 116 | 105 97 84 70
4 55 8 c | 188 | 160 | 150 | 132 | 120 | 110 96 80
45 60 9 T | 212 180 | 169 | 149 | 135 | 124 | 108 90
52 70 10 £ | 235 [ 200 | 188 | 165 | 150 | 138 | 120 | 100
55 75 11 259 | 220 | 207 | 182 | 165 | 152 | 132 | 110
63 85 12 282 | 240 | 226 | 198 | 180 | 166 | 144 | 120
63 85 13 306 | 260 | 244 | 215 | 195 | 179 | 156 | 130
75 100 14 329 | 280 | 263 | 231 | 210 | 193 | 168 | 140
DSPS8MFSH
SUBMERSIBLE PUMP SET (Suitable for 200mm 8" Bore Well) 70 ft. High Head
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply Mixed Flow
Outlet size 75mm (3") 50Hz NEW
DSPS8MFSH30 Discharge |
Motor Rating m¢h| O 11.34 | 18.9 | 2556 | 30.0 | 41.58 | 48.06 | 52.02 Riiiar':g
STAGE | Ips | © 3.2 5.3 7.1 83 | 116 | 134 | 145 | yoning
kW HP lpm | 0 189 | 315 | 426 | 500 | 693 | 801 | 867
75 10 3 77 72 68 63 60 48 39 30
93 | 125 4 103 96 90 84 80 64 52 40
11 15 5 129 | 120 | 113 | 105 | 100 80 65 50
13 | 175 6 » | 155 144 | 135 | 126 | 120 96 78 60
15 20 7 g 181 168 | 158 | 147 | 140 | 112 91 70
185 | 25 8 = | 206 | 192 | 180 | 168 | 160 | 128 | 104 80
185 | 25 9 g 232 | 216 | 203 | 189 | 180 | 144 | 117 90
22 30 10 S | 258 | 240 | 225 | 210 | 200 | 160 | 130 | 100
22 30 11 T 284 | 264 | 248 | 231 | 220 | 176 | 143 | 110
26 35 12 310 | 288 | 270 | 252 | 240 | 192 | 156 | 120
30 40 14 361 336 | 315 | 294 | 280 | 224 | 182 | 140
335 | 45 15 387 | 360 | 338 | 315 | 300 | 240 | 195 | 150
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

DSP8MFSH

Outlet size 75mm (3") 50Hz NEW 70 ft
PS8MFSH4 - g i
SPS8MFSH40 Discharge Star High Head

SAVE ENERGY

PUMPING SOLUTIONS

. mh| 0 15 | 25 | 338 | 40 | 55 | 64 | 69 ; .
Motor Rating | oraGe Ips | 0 42 | 70 | 94 | 110 | 153 | 177 | 192 ,\;ﬁ'(?r?g Mixed Flow
KW | HP lbm | 0 251 | 418 | 564 | 660 | 919 | 1061 | 1149
93 | 125 3 77 72 | 68 | 63 | 60 | 48 | 39 | 30
11 15 4 103 | 96 | 9 | 8 | 8 | 64 | 52 | 40
15 | 20 5 129 | 120 | 113 | 105 | 100 | 80 | 65 | 50
185 | 25 6 155 | 144 | 135 | 126 | 120 | 96 | 78 | 60
185 | 25 7 181 | 168 | 158 | 147 | 140 | 112 | of 70
22 | 30 7 w | 181 | 168 | 158 | 147 | 140 | 112 | of 70
22 | 30 8 © | 206 | 192 | 180 | 168 | 160 | 128 | 104 | 80
26 | 35 9 S | 232 | 216 | 203 | 189 | 180 | 144 | 117 | 90
30 | 40 10 € | 258 | 240 | 225 | 210 | 200 | 160 | 130 | 100
335 | 45 11 S | 284 | 264 | 248 | 231 | 220 | 176 | 143 | 110
335 | 45 12 T 310 | 288 | 270 | 252 | 240 | 192 | 156 | 120
37 | 50 12 310 | 288 | 270 | 252 | 240 | 192 | 156 | 120
37 | 50 13 335 | 312 | 293 | 273 | 260 | 208 | 169 | 130
41 55 14 361 | 336 | 315 | 294 | 280 | 224 | 182 | 140
45 | 60 15 387 | 360 | 338 | 315 | 300 | 240 | 195 | 150
52 | 70 17 439 | 408 | 383 | 357 | 340 | 272 | 221 | 170
Outlet size 100mm (4") 50Hz NEW
DSP8MFSH50 Discharge
—— m¥h| O | 1884 | 31.44 | 42.42 | 49.50 | 69.18 | 79.86 | 86.46 Ri:ﬁlrg
STAGE | Ips | 0 52 | 87 | 118 | 138 | 192 | 222 | 240 | i
KW | HP lbm | 0 314 | 524 | 707 | 825 | 1153 | 1331 | 1441
75 | 10 2 52 48 | 45 | 42 | 40 | 32 | 26 | 20
11 15 3 77 72 | 68 | 63 | 60 | 48 | 39 | 30
15 | 20 4 103 | 96 | 9 | 8 | 80 | 64 | 52 | 40
185 | 25 5 129 | 120 | 113 | 105 | 100 | 80 | 65 | 50
22 | 30 6 155 | 144 | 135 | 126 | 120 | 96 | 78 | 60
26 | 35 7 181 | 168 | 158 | 147 | 140 | 112 | of 70
30 | 40 8 ¢ | 206 | 192 | 180 | 168 | 160 | 128 | 104 | 80
335 | 45 9 S | 232 | 216 | 203 | 189 | 180 | 144 | 117 | 90
37 | 50 10 = | 258 | 240 | 225 | 210 | 200 | 160 | 130 | 100
37 | 50 11 T [ 284 | 264 | 248 | 231 | 220 | 176 | 143 | 110
41 55 11 2 284 | 264 | 248 | 231 | 220 | 176 | 143 | 110
45 | 60 12 310 | 288 | 270 | 252 | 240 | 192 | 156 | 120
45 | 60 13 335 | 312 | 293 | 273 | 260 | 208 | 169 | 130
52 | 70 14 361 | 336 | 315 | 294 | 280 | 224 | 182 | 140
55 | 75 15 387 | 360 | 338 | 315 | 300 | 240 | 195 | 150
60 | 80 16 413 | 384 | 360 | 336 | 320 | 256 | 208 | 160
63 | 85 17 439 | 408 | 383 | 357 | 340 | 272 | 221 | 170
Outlet size 100mm (4") 50Hz NEW
DSP8MFSH60 Discharge
— mh| O | 216 | 36 | 486 | 57 | 792 | 91.44 | 99 Ri:f::g
STAGE | Ips | 0 60 | 100 | 135 | 158 | 220 | 254 | 275 | i
KW | HP pm | 0 360 | 600 | 810 | 950 | 1320 | 1524 | 1650
93 | 125 2 52 48 | 45 | 42 | 40 | 32 | 26 | 20
13 | 175 3 77 72 | 68 | 63 | 60 | 48 | 39 | 30
185 | 25 4 103 | 96 | 9 | 8 | 80 | 64 | 52 | 40
22 | 30 5 129 | 120 | 113 | 105 | 100 | 80 | 65 | 50
26 | 35 6 ¢ | 155 | 144 | 135 | 126 | 120 | 96 | 78 | 60
30 | 40 7 3 | 181 | 168 | 158 | 147 | 140 | 112 | of 70
37 | 50 8 = | 206 | 192 | 180 | 168 | 160 | 128 | 104 | 80
41 55 9 T | 232 | 216 | 203 | 189 | 180 | 144 | 117 | 90
45 | 60 10 L "o58 | 240 | 225 | 210 | 200 | 160 | 130 | 100
55 | 75 12 310 | 288 | 270 | 252 | 240 | 192 | 156 | 120
60 | 80 13 335 | 312 | 293 | 273 | 260 | 208 | 169 | 130
63 | 8 15 387 | 360 | 338 | 315 | 300 | 240 | 195 | 150
75 | 100 17 439 | 408 | 383 | 357 | 340 | 272 | 221 | 170
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

SAVE ENERGY

PUMPING SOLUTIONS

SUBMERSIBLE PUMP SET (Suitable for 200mm 8" Bore Well) DSP8M FM
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply Mixed Flow

DSPSMFM40 Outlet size 100mm I(;S)C — | 50Hz

—— msh| 0 36 | 48 | 54 60 75 | 81 87 Rii;rg
STAGE | Ips | 0 | 100 | 133 | 150 | 167 | 208 | 225 | 242 | o

KW | HP bm | 0 600 | 800 | 900 | 1000 | 1250 | 1350 | 1450

93 | 125 3 65 53 | 48 | 45 | 42 | 36 | 33 | 30

11 15 4 86 | 70 | 64 | 60 | 56 | 48 | 44 | 40

15 | 20 5 108 | 88 | 80 | 75 | 70 | 60 | 55 | 50

185 | 25 6 120 | 105 | 9 | 9 | 84 | 72 | 66 | 60

22 | 30 7 w | 151 | 123 | 112 | 105 | 98 | 84 | 77 | 70

22 | 30 8 © | 172 | 140 | 128 | 120 | 112 | 96 | 88 | 80

26 | 35 8 = | 172 | 140 | 128 | 120 | 112 | 9 | 88 | 80

26 | 35 9 € 194 | 158 | 144 | 185 | 126 | 108 | 99 | 90

30 | 40 10 S | 215 | 175 | 160 | 150 | 140 | 120 | 110 | 100

335 | 45 11 T 237 | 193 | 176 | 165 | 154 | 132 | 121 | 110

37 | 50 12 258 | 210 | 192 | 180 | 168 | 144 | 132 | 120

41 55 14 301 | 245 | 224 | 210 | 196 | 168 | 154 | 140

45 | 60 15 323 | 263 | 240 | 225 | 210 | 180 | 165 | 150

52 | 70 17 366 | 298 | 272 | 255 | 238 | 204 | 187 | 170

Outlet size 100mm (4") 50Hz
DSP8S8MFM50 Discharge

P m¥h| 0 42 | 54 | 624 | 69 | 804 | 876 | 9 Rii;rg
STAGE | Ips | 0 | 117 | 150 | 17.3 | 192 | 223 | 243 | 267 | oo
KW | HP lom | 0 | 700 | 900 | 1040 | 1150 | 1340 | 1460 | 1600
75 | 10 2 44 | 36 | 84 | 32 | 30 | 27 | 25 | 22
11 15 3 66 | 54 | 51 | 48 | 45 | 41 | 38 | 33
15 | 20 4 88 | 72 | 68 | 64 | 60 | 54 | 50 | 44
185 | 25 5 110 | 9 | 8 | 80 | 75 | 68 | 63 | 55
22 | 30 6 132 | 108 | 102 | 96 | 9 | 81 | 75 | 66
26 | 35 7 w | 154 | 126 | 119 | 112 | 105 | 95 | 88 | 77
30 | 40 8 @ | 176 | 144 | 136 | 128 | 120 | 108 | 100 | 88
335 | 45 9 S [ 198 | 162 | 153 | 144 | 185 | 122 | 113 | 99
37 | 50 10 € 220 | 180 | 170 | 160 | 150 | 135 | 125 | 110
37 | 50 11 S | o42 | 198 | 187 | 176 | 165 | 149 | 138 | 121
41 | 55 11 T 242 | 198 | 187 | 176 | 165 | 149 | 138 | 121
45 | 60 12 264 | 216 | 204 | 192 | 180 | 162 | 150 | 132
45 | 60 13 286 | 234 | 221 | 208 | 195 | 176 | 163 | 143
52 | 70 14 308 | 252 | 238 | 224 | 210 | 189 | 175 | 154
55 | 75 15 330 | 270 | 255 | 240 | 225 | 203 | 188 | 165
63 | 85 17 374 | 306 | 289 | 272 | 255 | 230 | 213 | 187

Outlet size 100mm (4") 50Hz
DSPS8MFM60 Discharge

Motor Rating m?h 0 57 63 75 81.6 91.8 99 106.2 Rii;rg
STAGE | Ips 0 15.8 17.5 20.8 22.7 2565 | 275 | 295 Marking
kW HP Ipm 0 950 1050 | 1250 | 1360 | 1530 | 1650 | 1770
9.3 12.5 2 47 36 34 32 30 27 24 21
13 17.5 3 71 54 51 48 45 41 36 32
18.5 25 4 94 72 68 64 60 54 48 42
22 30 5 118 90 85 80 75 68 60 53
26 35 6 @ 141 108 102 96 90 81 72 63
30 40 7 % 165 126 119 112 105 95 84 74
37 50 8 = 188 144 136 128 120 108 96 84
41 55 9 _g 212 162 153 144 135 122 108 95
45 60 10 3 235 180 170 160 150 135 120 105
55 75 12 - 282 216 204 192 180 162 144 126
60 80 13 306 234 221 208 195 176 156 137
63 85 14 329 252 238 224 210 189 168 147
63 85 15 353 270 255 240 225 203 180 158
75 100 17 400 306 289 272 255 230 204 179
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Duke Plasto Technique Private Limited

TurboIE3 SERIES

DSPSMFM

Mixed Flow

ZAVE ENERGY

PUMPING SOLUTIONS

Outlet size 100mm (4" 50H
DSPSMEM70 S i
Star

Motor Rating m?h 0 61.2 70.8 78.6 87 91.8 102 120 Rating
STAGE | Ips 0 17.0 19.7 21.8 24.2 255 | 283 | 333 Marking
kW HP Ipm 0 1020 | 1180 | 1310 | 1450 | 1530 | 1700 | 2000
11 15 2 50 41 39 37 34 32 29 23
15 20 3 75 62 59 56 511 48 44 35
22 30 4 100 82 78 74 68 64 58 46
26 35 5 125 103 98 93 85 80 73 58
30 40 6 @ 150 123 117 111 102 96 87 69
33.5 45 6 % 150 123 117 111 102 96 87 69
37 50 7 = 175 144 137 130 119 112 102 81
41 55 8 _g 200 164 156 148 136 128 116 92
45 60 9 3 225 185 176 167 153 144 131 104
52 70 10 - 250 205 195 185 170 160 145 115
55 75 11 275 226 215 204 187 176 160 127
63 85 12 300 246 234 222 204 192 174 138
63 85 13 325 267 254 241 221 208 189 150
75 100 14 350 287 273 259 238 224 203 161

Outlet size 100mm (4") 50Hz
DSP8S8MFM80 Discharge .
ar

m?h 63 76.8 85.2 93 97.8 | 118.2 | 129

. 0 ;
MotorRating | oraGe 'lps | 0 | 175 | 213 | 237 | 258 | 272 | 328 | 358 Nﬁﬁ'(?r?g
KW | HP lom | O | 1050 | 1280 | 1420 | 1550 | 1630 | 1970 | 2150
11 15 2 53 | 42 | 39 | 36 | 34 | 32 | 26 | 21
185 | 25 3 80 | 63 | 59 | 55 | 51 | 48 | 39 | 32
26 | 35 4 106 | 84 | 78 | 73 | 68 | 64 | 52 | 42
30 | 40 5 ¢ | 133 | 105 | 98 | o 85 | 80 | 65 | 53
37 | 50 6 T [ 159 | 126 | 117 | 109 | 102 | 9 | 78 | 63
41 | 55 7 S | 186 | 147 | 137 | 127 | 119 | 112 | o1 | 74
45 | 60 8 T [ 212 | 168 | 156 | 146 | 136 | 128 | 104 | 84
52 | 70 9 2 239 | 189 | 176 | 164 | 153 | 144 | 117 | 95
60 | 80 10 265 | 210 | 195 | 182 | 170 | 160 | 130 | 105
63 | 85 11 292 | 231 | 215 | 200 | 187 | 176 | 143 | 116
75 | 100 12 318 | 252 | 234 | 218 | 204 | 192 | 156 | 126

Outlet size 100mm (4") 50Hz

DSPSMFM90 DS

——— m¥h| 0 81 89 | 96 | 108 | 126 | 135 | 147 Rz:iar‘:g

STAGE | Ips | O | 225 | 246 | 267 | 300 | 350 | 375 | 408 | oo

KW | HP lom | O | 1350 | 1475 | 1600 | 1800 | 2100 | 2250 | 2450

13 | 175 2 54 | 42 | 40 | 38 | 34 | 28 | 24 | 19

20 | 275 3 81 62 | 60 | 57 | 51 | 42 | 36 | 29

26 | 35 4 w | 108 | 83 | 80 | 76 | 68 | 56 | 48 | 38
335 | 45 5 g 135 | 104 | 100 | 95 85 70 60 48

41 | 55 6 S 162 | 125 | 120 | 114 | 102 | 84 | 72 | 57

45 | 60 7 € 180 | 146 | 140 | 133 | 119 | 98 | 84 | 67

52 | 70 8 S | 216 | 166 | 160 | 152 | 136 | 112 | 9 | 76

60 | 80 9 T 243 | 187 | 180 | 171 | 153 | 126 | 108 | @6

63 | 85 10 270 | 208 | 200 | 190 | 170 | 140 | 120 | 95

75 | 100 11 297 | 229 | 220 | 209 | 187 | 154 | 132 | 105

*Available outlet size 125mm (5") in all 8MFM models.
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DSPSMFM
Mixed Flow
Outlet size 100mm (4") 50Hz
DSP8S8MFM100 Discharge
Motor Rating mé3/h 0 91.2 97.8 106.8 114 124.8 138 150 Riiiar:g
STAGE Ips 0 25.3 27.2 29.7 31.7 34.7 38.3 41.7 Marking
kW HP Ipm 0 1520 1630 | 1780 | 1900 | 2080 | 2300 | 2500
7.5 10 1 26 20 20 19 18 17 14 8
15 20 2 51 40 39 38 36 34 28 16
22 30 3 o | 77 61 59 56 54 50 42 24
30 40 4 g 102 81 78 75 72 67 56 32
37 50 5 = 128 101 98 94 90 84 70 40
45 60 6 _g 154 121 118 113 108 101 84 48
52 70 7 8 179 141 137 132 126 118 98 56
60 80 8 T 205 162 157 150 144 134 112 64
63 85 9 230 182 176 169 162 151 126 72
75 100 10 256 202 196 188 180 168 140 80
DSPSMFL
SUBMERSIBLE PUMP SET (Suitable for 225mm 9" Bore Well) s gxed Flow

Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply

DSPSMEL100 Outlet size 125mm |(35i;)cha,-ge | 50Hz
Star

Motor Rating m’h| O 57 64 [NIDSHINISERNNOEN 174 | 204 | oo
STAGE | Ips | © 158 | 233 | 300 | 367 | 438 | 483 | 567 | piaing

kW | HP lpm | 0 950 | 1400 | 1800 | 2200 | 2600 | 2900 | 3400

75 | 10 1 26 22 20 18 16 14 12 9

15 20 2 g | 52 44 40 36 32 28 24 18

22 30 3 L | 78 66 60 54 48 42 36 27

30 40 4 c | 104 | 88 80 72 64 56 48 36

37 50 5 Q[ 180 | 110 | 100 | 90 80 70 60 45

45 60 6 T 156 | 132 | 120 | 108 | 96 84 72 54

52 70 7 182 | 154 | 140 | 126 | 112 | 98 84 63

Outlet size 125mm (5") 50Hz
DSP8MFL125 Discharge N
ar

Motor Rating mh| 0 75 | 108 | 132 | 156 | 187.21 2088 | 228 |
STAGE | lps | 0 | 208 | 30.0 | 367 | 433 | 520 | 580 | 633 |paring
kW | HP lpm | 0 | 1250 | 1800 | 2200 | 2600 | 3120 | 3480 | 3800
93 | 125 1 27 23 21 19 16 12 8 4
185 | 25 2 S | 54 46 41 37 32 24 17 8
30 | 40 3 T | 8 69 62 56 48 36 | 25 12
37 | 50 4 c | 108 | 92 82 74 64 48 | 33 16
45 | 60 5 S | 1385 | 115 | 103 | 93 80 60 | 42 | 20
55 | 75 6 T 162 | 138 | 124 | 112 | 96 72 | 50 | 24
63 | 85 7 189 | 161 | 144 | 130 | 112 | 84 | 58 | 28

Outlet size 12 g B
DSPSMEL150 utlet size 125mm |(35is)charge S0Hz
Star

e B m¥h| o 87 [ 114 [ 144 [ 180 [ 192 [2088 [ 216 | 2F
STAGE | Ips | © 242 | 31.7 | 400 | 50.0 | 583 | 58.0 | 60.0 |paring
kW | HP lbm | O | 1450 | 1900 | 2400 | 3000 | 3200 | 3480 | 3600
11 15 1 w | 28 24 22 20 16 15 13 11
22 30 2 g 56 48 44 40 32 30 25 22
335 | 45 3 S | 84 72 66 59 48 44 38 33
45 60 4 S 112 | 9 88 79 64 59 50 44
55 75 5 § | 140 | 120 | 111 | 99 80 74 63 55
63 85 6 T 168 | 144 | 133 | 119 | 9 89 75 66
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. . DSPSMFL
DSPSMFL175 Outlet size 125mm I(DSiS)Charge 50Hz Mixed Flow
Motor Rating m¥h| 0 75 108 | 168 | 198 | 216 | 234 | 252 Riﬁ:g
STAGE | lps | 0.0 | 208 | 300 | 467 | 550 | 60.0 | 650 | 70.0 | paning
KW | HP pm | 0 1250 | 1800 | 2800 | 3300 | 3600 | 3900 | 4200
13 | 175 1 31 27 24 20 17 15 13 9
26 35 2 So| 62 53 49 40 34 30 26 18
37 50 3 E £ 9 80 73 60 51 46 39 27
55 75 4 I=| 124 | 106 97 80 68 61 52 36
63 85 5 155 | 133 | 122 | 100 85 76 65 45
Outlet size 125mm (5") 50Hz
DSP8MFL225 DR
Motor Rating m¥h| 0 84 126 | 183 | 204 | 228 | 246 | 264 Ri:iar:g
STAGE | lps | 00 | 233 | 350 | 508 | 567 | 633 | 68.3 | 733 | \aning
kKW | HP pm | 0 1400 | 2100 | 3050 | 3400 | 3800 | 4100 | 4400
15 20 1 Eo | 31 27 24 20 18 15 12 8
30 40 2 B2 | 62 53 48 40 36 30 24 16
45 | 60 3 |L=[ 93 | 80 | 72 | 60 | 54 | 45 | 36 | 24

SUBMERSIBLE PUMP SET (Suitable for 225mm 9" Bore Well) Mixed Flow - High Head
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply

DSPSMEH100 Outlet size 125mm l(Dt';;)(:harg(-) | 50Hz
Star

S mh| 0 72 [ 936 [ 1008 [ 108 1332 151.2[ 168 | F
STAGE | Ips | 0 200 | 260 | 280 | 30.0 | 87.0 | 420 | 467 |pnice

kW | HP lpm | O | 1200 | 1560 | 1680 | 1800 | 2220 | 2520 | 2800

75 | 10 1 w | 28 22 20 19 18 14 9 4

15 20 2 g 56 44 40 38 36 27 19 8

22 30 3 S | & 66 59 57 54 4 28 12

30 | 40 4 S 112 | s8 79 76 72 54 | 37 16

375 | 50 5 8§ 140 | 110 | 99 95 90 68 47 | 20

45 60 6 T 168 | 132 | 119 | 114 | 108 | 8t 56 | 24

Outlet size 125mm (5") 50Hz

DSP8MFH125 Discharge

T mh| 0 474 | 72 | 918 | 117 | 1512 | 180 | 194.4 Hi:iar‘{g
STAGE | Ips | © 132 | 200 | 255 | 825 | 420 | 50.0 | 540 | youic

KW | HP pm | 0 790 | 1200 | 1530 | 1950 | 2520 | 3000 | 3240

93 | 125 1 29 26 25 23 21 16 9 4

185 | 25 2 w | 57 53 50 47 42 32 19 8

30 40 3 g 86 79 74 70 63 47 28 12

37 | 50 4 = | 114 | 105 | 99 93 84 63 37 16

45 60 5 S | 143 | 132 | 124 | 117 | 105 | 79 47 | 20

55 75 6 § | 172 | 158 | 149 | 140 | 126 | 95 56 | 24

63 85 7 T 200 | 184 | 174 | 163 | 147 | 110 | 65 | 28

75 | 100 8 229 | 210 | 198 | 186 | 168 | 126 | 74 | 32

Outlet size 125mm (5") 50Hz
DSP8MFH150 Diecharge N
ar

Motor Rating m?h 0 88.2 108 | 1188 | 135 | 1428 | 147 165 Rating
STAGE | Ips 0 24.5 30.0 33.0 37.5 39.7 | 40.8 | 4538 Marking
kW HP Ipm 0 1470 | 1800 | 1980 | 2250 | 2380 | 2450 | 2750
11 15 1 32 26 24 23 21 20 19 15
22 30 2 g 64 52 48 46 42 40 38 30
33.5 45 3 g 96 78 72 69 63 60 57 45
45 60 4 c 128 104 96 92 84 80 76 60
55 75 5 ) 160 130 120 115 105 100 95 75
63 85 6 £ 192 156 144 138 126 120 114 90
75 100 7 224 182 168 161 147 140 133 105
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DSP8MFH

Mixed Flow - High Head

Outlet size 125mm (5") 50Hz
DSP8MFH200 Discharge
— m¥h| 0 | 408 | 90 | 123 | 147 | 180 | 216 | 240 Ri:?r:g
STAGE | Ips | 0.0 | 11.3 | 250 | 342 | 408 | 500 | 600 | 66.7 | parking
kW | HP pbm | 0 680 | 1500 | 2050 | 2450 | 3000 | 3600 | 4000
15 20 1 36 34 31 27 24 19 12 6
30 40 2 o | 72 68 61 54 48 38 24 12
45 60 3 2L 108 | 102 | 92 81 72 57 36 18
63 85 4 T= 144 | 136 | 122 | 108 | 96 76 48 24
75 | 100 5 180 | 170 | 153 | 136 | 120 | 95 60 30
Outlet size 125mm (5") 50Hz
DSP8MFH250 Discharge
. méh| o 42 | 108 | 144 | 168 | 210 | 240 | 258 | Str
Motor Rating Rating
STAGE | lps | 00 | 11.7 | 300 | 40.0 | 467 | 683 | 66.7 | 71.7 | paning
kW | HP pbm | 0 700 | 1800 | 2400 | 2800 | 3500 | 4000 | 4300
185 | 25 1 So| 38 36 32 29 26 20 12 6
37 50 2 o2 76 72 63 57 52 39 24 12
55 75 3 T= 1124 | 108 | 9 86 78 59 36 18
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SUBMERS‘E PUMPS

FEATURES »

+ Casted Components with grade FG-200 & FG-

+ Pressure Diaphragm: Sufficient size to contain
inside the motor and avoid the defeat of cooling water
Self Aligned Carbon + Stainless Steel Thrust Bearing which
withstands high axial thrust load in water lubrication.

Combination

Adaptor (V9-V8)

s
L
3
o
=
=)
o

Intermediate Part Diffuser Impeller
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SUBMERSIBLE PUMP SET (Suitable for 225mm 9" Bore Well) DSPQMFM
Approx performance chart at 2880 RPM, 350 to 420 V (T.P), 50Hz AC Supply Mixed Flow
Outlet size 100mm (4") 50Hz
DSPIMFM40 O g
T mh| 0 3 | 48 | 54 | 60 | 75 | 81 | 87 Riif: .
STAGE Ips 0 10.0 13.3 15.0 16.7 20.8 22.5 24.2 Marking
kW HP Ipm 0 600 800 900 1000 | 1250 | 1350 | 1450
45 60 15 feadin | 323 263 240 | 225 | 210 180 | 165 | 150
Outlet size 100mm (4") 50Hz
DSPOMFM50 DEERETE
Motor Rating m3/h 0 42 54 62.4 69 80.4 87.6 96 Resa:iar:g
STAGE Ips 0 11.7 15.0 17.3 19.2 22.3 24.3 26.7 Marking
kW HP Ipm 0 700 900 1040 | 1150 | 1340 | 1460 | 1600
45 60 12 |Headin| 264 | 216 | 204 | 192 | 180 | 162 | 150 | 132
55 75 15 Meters | 330 270 | 255 | 240 | 225 203 188 | 165
Outlet size 100mm (4") 50Hz
DSP9MFM60 DEEREE
Motor Rating mé/h 0 57 63 75 81.6 91.8 99 106.2 Ri:ia:g
STAGE Ips 0 15.8 17.5 20.8 22.7 25.5 27.5 29.5 Marking
kW HP Ipm 0 950 1050 | 1250 | 1360 | 1530 | 1650 | 1770
45 60 10 235 180 170 160 150 135 120 105
45 60 11 So| 259 198 187 176 165 149 132 116
55 75 12 2 % 282 216 204 192 180 162 144 126
63 85 14 % = | 329 252 238 224 210 189 168 147
75 100 16 376 288 272 256 240 216 192 168
Outlet size 100mm (4") 50Hz
DSPOMFM70 DEEETE
Motor Rating mé3/h 0 61.2 70.8 78.6 87 91.8 102 120 Resa:iar:g
STAGE Ips 0 17.0 19.7 21.8 24.2 25.5 28.3 3582 Marking
kW HP Ipm 0 1020 | 1180 | 1310 | 1450 | 1530 | 1700 | 2000
45 60 9 225 185 176 167 153 144 131 104
55 75 10 So| 250 205 195 185 170 160 145 115
55 75 11 BE| 275 | 226 | 215 | 204 | 187 | 176 | 160 | 127
63 85 12 % = | 300 246 234 222 204 192 174 138
75 100 14 350 287 273 259 238 224 203 161
Outlet size 100mm (4") 50Hz
DSP9MFM80 TR
. m¥h| 0 63 | 768 | 852 | 93 | 97.8 | 1182 | 129 | St
Motor Rating Rating
STAGE Ips 0 17.5 21.3 23.7 25.8 27.2 32.8 35.8 Marking
kW HP Ipm 0 1050 | 1280 | 1420 | 1550 | 1630 | 1970 | 2150
45 60 8 @ 212 168 156 146 136 128 104 84
55 75 9 g 239 189 176 164 153 144 117 95
63 85 11 = 292 231 215 200 187 176 143 116
75 100 12 _g 318 252 234 218 204 192 156 126
82 110 13 S 345 273 254 237 221 208 169 137
93 125 15 - 398 315 293 273 255 240 195 158
Outlet size 100mm (4") 50Hz
DSPOMFM90 DEEETE
——— mh| 0 81 | 89 | 96 | 108 | 126 | 135 | 147 Riiiar‘: .
STAGE Ips 0 22.5 24.6 26.7 30.0 35.0 I 40.8 Marking
kW HP Ipm 0 1350 | 1475 | 1600 | 1800 | 2100 | 2250 | 2450
45 60 7 » | 189 146 | 140 | 133 119 98 84 67
55 75 8 % 216 166 160 152 136 112 96 76
63 85 9 = 243 187 180 171 153 126 108 86
75 100 11 _g 297 229 220 209 187 154 132 105
82 100 12 S 324 250 240 228 204 168 144 114
93 125 14 - 378 291 280 266 238 196 168 133
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. . DSPOIMFM
DSPO9MFM100 Qutiet size 100mm g:gcha,ge S0z Mixed Flow
Motor Rating mé/h 0 91.2 97.8 106.8 114 124.8 138 150 Ri:ianrg
STAGE Ips 0 25.3 27.2 29.7 31.7 34.7 38.3 41.7 Marking

kW HP Ipm 0 1520 1630 1780 1900 2080 2300 2500

45 60 6 @ 154 121 118 113 108 101 84 48

56 75 8 % 205 162 157 150 144 134 112 64

63 85 9 = 230 182 176 169 162 151 126 72

75 100 10 _g 256 202 196 188 180 168 140 80

82 100 11 8 282 222 216 207 198 185 154 88

93 125 12 2 307 242 235 226 216 202 168 96

*Available outlet size 125mm (5") in all models

SUBMERSIBLE PUMP SET (Suitable for 225mm 9" Bore Well) Mixed Flow
Approx performance chart at 2880 RPM, 350 to 420 V (T.P), 50Hz AC Supply

Outlet size 125mm (5") 50Hz
DSPOMFL125 Discharge |
Motor Rating mé/h 0 75 108 132 156 | 187.2 | 208.8 | 228 R:Sa:ie::g
STAGE | Ips 0 20.8 | 30.0 | 36.7 | 433 | 52.0 | 58.0 | 63.3 Marking
kW HP Ipm 0 1250 | 1800 | 2200 | 2600 | 3120 | 3480 | 3800
45 60 5 @ 135 115 103 93 80 60 42 20
55 75 6 % 162 138 124 112 96 72 50 24
63 85 7 = 189 161 144 130 112 84 58 28
75 100 8 '_g 216 184 165 149 128 96 66 32
82 110 9 3 243 207 185 167 144 108 75 36
93 125 10 + 270 230 206 186 160 120 83 40
Outlet size 125mm (5") 50Hz
DSPO9MFL150 Discharge
et g m®h 0 87 114 144 180 192 | 208.8 | 216 Riii\rg
STAGE | Ips 0 242 | 31.7 | 40.0 | 50.0 | 53.3 | 58.0 | 60.0 Marking
kw HP Ipm 0 1450 | 1900 | 2400 | 3000 | 3200 | 3480 | 3600
45 60 4 112 96 88 79 64 59 50 44
55 75 5 S| 140 120 111 99 80 74 63 55
63 85 6 2 % 168 144 133 119 96 89 75 66
75 100 7 = 196 168 155 139 112 104 88 77
93 125 8 224 192 177 158 128 118 100 88
Outlet size 125mm (5") 50Hz
DSPOMFL175 Discharge
. m¥h| 0 75 | 108 | 168 | 198 | 216 | 234 | 252 | Str
Motor Rating Rating
STAGE | Ips | 0.0 20.8 | 300 | 46.7 | 55.0 | 60.0 | 65.0 | 70.0 Marking
kW HP Ipm 0 1250 | 1800 | 2800 | 3300 | 3600 | 3900 | 4200
55 75 4 cw 124 106 97 80 68 61 52 36
63 85 5 oo | 155 133 122 100 85 76 65 45
75 100 6 % § 186 160 146 120 102 91 78 54
93 125 7 217 186 170 140 119 106 91 63

SUBMERSIBLE PUMP SET (Suitable for 225mm 9" Bore Well) Mixed Flow - High Head
Approx performance chart at 2880 RPM, 350 to 420 V (T.P), 50Hz AC Supply

Outlet size 125mm (5") | 50Hz
Discharge
Motor Rating m¥h| O 474 | 72 | 918 | 117 | 1512 | 180 | 194.4 Riiiar:g
STAGE | Ips | © 132 | 200 | 255 | 325 | 420 | 50.0 | 540 | paring
KW | HP pm | 0 790 | 1200 | 1530 | 1950 | 2520 | 3000 | 3240
45 60 5 » | 143 | 132 | 124 | 117 | 105 79 47 20
55 75 6 g 172 | 158 | 149 | 140 | 126 95 56 24
63 85 7 =S | 200 | 184 | 174 | 163 | 147 | 110 | 65 28
75 100 8 g 229 | 210 | 198 | 186 | 168 | 126 | 74 32
82 110 9 $ | 257 | 237 | 223 | 210 | 189 | 142 84 36
93 125 10 T 286 | 263 | 248 | 233 | 210 | 158 | 93 40
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DSPOMEH150 Outlet size 125mm |(35i;)charge 50Hz

Motor Rating mh| 0 882 | 108 | 1188 | 135 | 1428 | 147 | 165 R:?r:g
STAGE | Ips | 0 245 | 300 | 330 | 375 | 397 | 408 | 458 |\aning

kW | HP lpm | 0 1470 | 1800 | 1980 | 2250 | 2380 | 2450 | 2750

45 60 4 128 | 104 | 96 92 84 80 76 60

56 75 5 S| 160 | 130 | 120 | 115 | 105 | 100 | 95 75

63 85 6 8g | 192 | 156 | 144 | 138 | 126 | 120 | 114 | 90

75 | 100 7 T=| 224 | 182 | 168 | 161 | 147 | 140 | 133 | 105

93 | 125 8 256 | 208 | 192 | 184 | 168 | 160 | 152 | 120

DSPOMEH200 Outlet size 125mm |(35i;)charge 50Hz

. méh| o 408 | 90 | 123 | 147 | 180 | 216 | 240 | Str
Motor Rating Rating
STAGE | lps | 00 | 113 | 250 | 342 | 40.8 | 50.0 | 60.0 | 667 |pparking
KW | HP pm | O 680 | 1500 | 2050 | 2450 | 3000 | 3600 | 4000
45 60 3 c, 108 | 102 92 81 72 57 36 18
63 85 4 o® | 144 | 136 | 122 | 108 | 96 76 48 24
75 | 100 5 § 2 180 | 170 | 153 | 136 | 120 | 95 60 30
93 | 125 6 216 | 204 | 183 | 163 | 144 | 114 | 72 36
Outlet size 125mm (5") 50Hz
DSP9MFH250 Discharge
. m¥h| 0 42 | 108 | 144 | 168 | 210 | 240 | 258 | St
Motor Rating Rating
STAGE | lps | 0.0 | 11.7 | 300 | 40.0 | 467 | 583 | 66.7 | 717 |paning
kKW | HP pm | 0O 700 | 1800 | 2400 | 2800 | 3500 | 4000 | 4300
45 60 2 e, 76 72 63 57 52 39 24 12
56 75 3 o8 114 | 108 95 86 78 59 36 18
75 | 100 4 % 2 152 | 144 | 126 | 114 | 104 | 78 48 24
93 | 125 5 190 | 180 | 158 | 143 | 130 | 98 60 30
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SUBMERSIBLE PUMP SET (Suitable for 300mm 12" Bore Well) (Motor 8" & Pump 12")
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply

€
DSP10MFL300 sheoee 00T é,i;:harge -
otor Rt won| o | 12 | o4 | 288 | 50 | 405 | 46 | 408
9 | stace IIB“ 0. -
kW | HP 00 | 8300
26 | 35 | 1 |ueasin --
52| 70 Meee| g0 | 54 | 46 | 42 | 38 28 20 10 |
SUBMERSIBLE PUMP SET (Suitable for 300mm 12" Bore Well) (Motor 9" & Pump 12")
Approx performance chart at 2860 RPM, 350 to 420 V (T.P), 50Hz AC Supply
Outlet size 200mm (& |
DSP10MFL300 -‘
otor Rt won| o | 12 | o4 | 288 | 80 | 405 | 456 |
9| stAGe [ps | 0 | 3 . 1. 125 | 126
_lpm | 0 | 2200 | 4100 |

il

2 liaan 60 | 54 | 46 | 42 | 38 | 28 | 20
3 M 90 81 | 69 | 63 57 42 30 45 | |
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Toll Free: 1800 233 3157

PUMPING SOLUTIONS
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