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FEATURES

Automatic ON and OFF (Based on demand of the system when taps B
are opened and closed.

+ Pump fitted with thermal overload protector (TOP)
Noiseless Operation
Low Power consumption

+ Easy for maintenance
Class of insulation F

+ Pressure setting can be changed as per requirement

APPLICATIONS

+ Domestic pressure boosting applications.

Pressure boosting applications in bungalows,
appartments, hotels etc.

+Lawn sprinklers, fountains and small farm irrigation

PUMP SELECTION TABLE
,\Sk;' Model Power I;:[Z’: ggggm;nggglendg TSa:;]é( Ba{\lhorbg;s Performance
’ Recommended
- - HPAW | mm Bar Ltr No. Headlm 1 6 | 12 | 18 | 24 | 30 | 33 | 36
1 | RGPB - 502 05037 | 25x25 |  15-25 2 1 Discigafge 2000 | 1600 | 1200 | 700
2 | RGSWPB-1024 | 1.0/0.75 | 25x25 |  2.0-3.2 24 4 L?g%i 3600 | 3200 | 2700 | 2000 | 1200 | 600
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Duke Plasto Technique Private Limited

DOMESTIC SERIES

PUMPING SOLUTIONS

MULTISTAGE
BOOSTER PUMP
SPECIFICATION MATERIALS OF CONSTRUCTION
Power 0.5to 2 HP Motor Body Aluminium
Speed 2800 rpm Pump Suction & Delivery SS 304 / Cast Iron / SS 316
Version 1 Ph 230V, 50 Hz Impeller SS 304 /SS 316
Duty S1 (Continuous) Mechanical Carbon vs Ceramic
Protection IP 44 /1P 55 Shaft SS 410/ SS 304
Insulation Class B/F
Head Range Upto 52m
Flow Range Upto 150 Ipm

OPERATING CONDITIONS

Max. Liquid Temp. 70°C
Max. Ambient Temp. 40°C
Max. Operating Pressure 7 bar

APPLICATIONS

Domestic Pressure Boosting
Hostels / Restrarants

Commercial Centres

Washing Systems

i Discharge
Motor Rating
PUMP |m¢h| 12 | 24 | 36 | 48 | 60 | 72 | 84 | 90
SIZE | |ps | 033 | 067 | 1.00 | 1.33 | 167 | 200 | 233 | 250
Model kW HP | STAGE | (mm)
pbm| 20 | 40 | 60 | 80 | 100 | 120 | 140 | 150
PMS4-50 0.37 05 3 25 x 25 25 | 21 17 6
PMS4-100 | 075 | 1.0 4 25x25 52 35 | 30 | 26 | 16 | 6
o 9
PMS4-150 1.1 15 5 25x25 (22| 41 37 | 33 | 29 | 24 | 18 6
PMS4-200 15 2.0 6 25 x 25 52 | a7 | a3 | 37 | 30 | 24 | 1a 6

System Consists of

SS Horizontel Multistage Pump, Danfos Pressure Switch, Pressure Gauge, Brass 5way Connector, NRV, Pressure Tank

80




Duke Plasto Technique Private Limited

DOMESTIC SERIES

PUMPING SOLUTIONS

MINI WASTE WATER PUMPS
(for Clear Water)
3 IN 1 MULTI PURPOSE UTILITY PUMP
SPECIFICATION MATERIALS OF CONSTRUCTION
Power 0.55t0 1 HP Pump Body PP + GF
Speed 2900 rpm Motor Housing PP + GF
Version 1Ph 230V, 50Hz Impeller Noryl
Duty S1 ( Continuous ) Shaft SS
Protection IP 68
Insulation Class F Class
Cable HO5RN-F / HO7RN-F 3 Core

Round Sub. Cable, 10m length

OPERATING CONDITIONS
Max. Liquid Temp. 40°C
Max. Immersion Depth 7m

Allowable Solid Particles 25mm

APPLICATIONS

Dewatering

Gardening

FEATURES

Made of Corrosion resistance thermoplastic material for long lasting

Designed to suit various applications like flooded basement, window wells, Utility, sump
cleaning, Aquariums, water beds, spas, etc.

Equipped with Float switch for auto ON — OFF, based on water level in sump, which also
protects pump from dry run.

Multipurpose replaceable pump base for Sewage (with solid particles upto 25mm) and
Drainage purpose. Also can be used without pump base to draw water down to Tmm.

Light weight, Easy to Handle & trouble free operation.

PERFORMANCE TABLE
Model Power Outlet Size Head in meter
(watts) (mm) 1 2 & 4 5 6 7
DWP-05 400 32 Discharge 156 130 102 68 40
DWP-10 750 32 in Ipm 264 240 210 182 152 118 73
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Duke Plasto Technique Private Limited

SUBMERSIBLE SEWAGE PUMPS

PUMPING SOLUTIONS

WITHOUT CUTTER

SPECIFICATION APPLICATIONS

DSW Series DSW-H Series Sewage treatment plants
Power 0.5to 3HP 2to 10 HP Industrial Dewatering
Speed 2900rpm 2900rpm Mines & Civil construction
Version 1Ph 230V, 50Hz 3Ph 380V, 50Hz

3Ph 380V, 50Hz OPERATING CONDITIONS
Duty S1 (Continuous) ST (Continuous ) Max. Liquid Temp. 50°C
Protection P68 P68
Insulation Class F F
Head Range 3to 20m 6t027m
Flow Range 16 to 463Ipm 150 to 1693Ipm

MATERIALS OF CONSTRUCTION

DSW Series DSW-H Series
Pump Body Cast Iron Cast Iron
Motor Body SS 304 Cast Iron
Impeller Cast Iron Cast Iron
Shaft Carbon Steel Carbon Steel
Mechanical Seal Carbon Ceramic Sic / Hard Alloy
Cable 8 mtr HO7RN-F 8 mtr HO7TRN-F

Performance Table - DSW Series

Outlet | Solid Head in Meter
MODEL HP | kW Size Size
(mm) | (mm) 3 4 6 8 10 | 12 | 14 | 16 | 18 | 20
DSW-06/D03 05 | 037| 25 1B | 66 | 43 | 28 | 16
DSW-10/D07 1 |075| 50 25 %g 300 | 260 | 225 | 170 | 50
L =
DSW-13/D11 15 | 14 50 30 | 3< 430 | 410 | 390 | 330 | 250 | 170 | 80
(m]
DSW-15/D15 2 | 15 50 310 | 292 | 255 | 220 | 146 | 73

Performance Table - DSW-H Series

Outlet Solid Head in Meter
MODEL HP | kW Size Size
(mm) | (mm) 3 4 6 8 10 | 12 | 14 | 16 | 18 | 20
DSW-H-20/F22 3 | 22 80 15 £ | 664 | 581 | 498 | 430 | 332 | 207
[oN
DSW-H-25/F22 3 | 22 80 15 < 751 | 680 | 597 | 514 | 415 | 348 | 150
DSW-H-45/F37 | 55 | 4 80 25 ) 1180|1130 | 1012 | 921 | 796 | 531 | 300
©
DSW-H-65/G55 | 7.5 | 55 | 100 25 S 1495 | 1411 | 1261|1130 | 996 | 747 | 415
12
DSW-H-A0/G75 | 10 | 7.5 | 100 30 =) 1693 | 1593 | 1394 | 1195 | 896 | 597 | 332
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PUMPING SOLUTIONS

SPECIFICATION

Power 1.5kW

Speed 2900 rpm
Version 1 Ph 230V, 50 Hz
Duty S1 (Continuous)
Protection IP 44

Insulation Class B

Flow Range 6 Ipm

OPERATING CONDITIONS
Max. Liquid Temp. 40°C

Max. Ambient Temp. 40°C

APPLICATIONS

Car & Two wheeler wash

Floor & Wall cleaning

SPECIAL FEATURES

Induction copper wire motor
Light weight & Compact
Easy to operate

Delivers High Pressure
Adjustable Pressure

Hose fitted with filter

HI-PRESSURE WASHER PUMPS

MATERIALS OF CONSTRUCTION

Pump Housing
Motor Housing

Outer Cover

Model

Max. Pressure
Working Pressure
Flow

Motor Type

Delivery Hose Length
Power Cable Length
Soap Dispensar
Crystal Filter

Wheel

Weight

Aluminium
Aluminium

Polypropylene

JetMatic-140L

140 bar

90 bar

6 Ipm

Induction Copper Wire
6mtr

S5mtr

Available

Available

Available
14kg

High Pressure
Washer

JetMatic-140

140 bar

90 bar

6 Ipm

Induction Copper Wire
6mtr

3mtr

Not Available
Available

Not Available

12kg
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Duke Plasto Technique Private Limited

Palanpur-385510 (N. Gujarat) India

SAVEENERG‘(
www.dukeplasto.com | www.dukepumps.com

Toll Free: 1800 233 3157

PUMPING SOLUTIONS
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